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and database management. These devices can also include
other electronic devices, such as dummy terminals, thin-
clients, gaming systems and other devices capable of com-
municating via a network.

Most embodiments utilize at least one network that would
be familiar to those skilled in the art for supporting com-
munications using any of a variety of commercially-avail-
able protocols, such as TCP/IP, FTP, UPnP, NFS, and CIFS.
The network can be, for example, a local area network, a
wide-area network, a virtual private network, the Internet, an
intranet, an extranet, a public switched telephone network,
an infrared network, a wireless network and any combina-
tion thereof.

In embodiments utilizing a Web server, the Web server
can run any of a variety of server or mid-tier applications,
including HTTP servers, FTP servers, CGI servers, data
servers, Java servers and business application servers. The
server(s) may also be capable of executing programs or
scripts in response requests from user devices, such as by
executing one or more Web applications that may be imple-
mented as one or more scripts or programs written in any
programming language, such as Java®, C, C# or C++ or any
scripting language, such as Perl, Python or TCL, as well as
combinations thereof. The server(s) may also include data-
base servers, including without limitation those commer-
cially available from Oracle®, Microsoft®, Sybase® and
IBM® as well as open-source servers such as MySQL,
Postgres, SQLite, MongoDB, and any other server capable
of storing, retrieving and accessing structured or unstruc-
tured data. Database servers may include table-based serv-
ers, document-based servers, unstructured servers, relational
servers, non-relational servers or combinations of these
and/or other database servers.

The environment can include a variety of data stores and
other memory and storage media as discussed above. These
can reside in a variety of locations, such as on a storage
medium local to (and/or resident in) one or more of the
computers or remote from any or all of the computers across
the network. In a particular set of embodiments, the infor-
mation may reside in a storage-area network (SAN) familiar
to those skilled in the art. Similarly, any necessary files for
performing the functions attributed to the computers, servers
or other network devices may be stored locally and/or
remotely, as appropriate. Where a system includes comput-
erized devices, each such device can include hardware
elements that may be electrically coupled via a bus, the
elements including, for example, at least one central pro-
cessing unit (CPU), at least one input device (e.g., a mouse,
keyboard, controller, touch-sensitive display element or key-
pad) and at least one output device (e.g., a display device,
printer or speaker). Such a system may also include one or
more storage devices, such as disk drives, magnetic tape
drives, optical storage devices and solid-state storage
devices such as random access memory (RAM) or read-only
memory (ROM), as well as removable media devices,
memory cards, flash cards, etc.

Such devices can also include a computer-readable stor-
age media reader, a communications device (e.g., a modem,
a network card (wireless or wired), an infrared communi-
cation device) and working memory as described above. The
computer-readable storage media reader can be connected
with, or configured to receive, a computer-readable storage
medium representing remote, local, fixed and/or removable
storage devices as well as storage media for temporarily
and/or more permanently containing, storing, transmitting
and retrieving computer-readable information. The system
and various devices also typically will include a number of
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software applications, modules, services or other elements
located within at least one working memory device, includ-
ing an operating system and application programs such as a
client application or Web browser. It should be appreciated
that alternate embodiments may have numerous variations
from that described above. For example, customized hard-
ware might also be used and/or particular elements might be
implemented in hardware, software (including portable soft-
ware, such as applets) or both. Further, connection to other
computing devices such as network input/output devices
may be employed.
Storage media and other non-transitory computer read-
able media for containing code, or portions of code, can
include any appropriate media known or used in the art, such
as but not limited to volatile and non-volatile, removable and
non-removable media implemented in any method or tech-
nology for storage of information such as computer readable
instructions, data structures, program modules or other data,
including RAM, ROM, EEPROM, flash memory or other
memory technology, CD-ROM, digital versatile disk (DVD)
or other optical storage, magnetic cassettes, magnetic tape,
magnetic disk storage or other magnetic storage devices or
any other medium which can be used to store the desired
information and which can be accessed by a system device.
Based on the disclosure and teachings provided herein, a
person of ordinary skill in the art will appreciate other ways
and/or methods to implement the various embodiments.
The specification and drawings are, accordingly, to be
regarded in an illustrative rather than a restrictive sense. It
will, however, be evident that various modifications and
changes may be made thereunto without departing from the
broader spirit and scope of the invention as set forth in the
claims.
What is claimed is:
1. A computer-implemented method, comprising:
determining augmented reality content associated with a
current geographic location of a computing device;

detecting, using at least one sensor of a computing device,
a presence of an object of a user in a field of view of
a display device for displaying the augmented reality
content;

determining, using a processor of the computing device,

a surface region of the object for use in positioning the
augmented reality content;

causing the augmented reality content to be rendered to

appear, when displayed via the display device, to be
positioned on the surface region of the object in the
field of view;

detecting, using the at least one sensor, an interaction of

the user with the object at a determined position within
the surface region based on detecting the interaction
occurring at the determined position; and

performing an action corresponding to the augmented

reality content associated with the determined position
as displayed via the display device.

2. The computer-implemented method of claim 1, further
comprising:

determining an orientation of the object in the field of

view; and

determining a type of the augmented reality content to be

displayed, with respect to the surface region, based at
least in part upon the determined orientation of the
object.

3. The computer-implemented method of claim 1,
wherein the object is a hand and wherein the interaction of
the user with the object is a finger of the user stopping at the
predetermined position, and further comprising:



